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ABCOR®- SPIRAL MEMBRANE: S8-HFM-183-LPF

Spiral Ultrafiltration Module for Cathodic Electrocoat Paint

PRODUCT KMS Part Number: 0700772
DESCRIPTION Membrane Chemistry: PVDF
Membrane Type: HFM (Positive Charge)
Membrane Area: 230 ft2 (21.37m?)
Construction: Spiral wound element with hard overwrap
and flanged seal
Seal: Rubber Gasket
Feed Spacer Thickness: 0.030" (1.18 mm)
RECOMMENDED  Maximum Inlet Pressure: 80 psi @ 125°F (5.5 bar @ 52°C)
OPERATING Minimum Outlet Pressure: 15 psi (1 bar)
LIMITS Maximum operating temperature: 125°F (52°C)
Allowable pH - continuous operation: 2-10 @ 125°F (52°C)
Allowable pH - short term cleaning: 15-10.5 @ 125°F (52°C)
Maximum Feed Side Pressure Drop: 30 psi @ 125°F (2.07 bar @ 52°C)
Maximum Permeate Pressure: 5 psi (0.3 bar)
PRODUCT Nominal Outside Nominal Permeate Tube
DIMENSIONS Diameter Length Outside Diameter
inches (mm) inches (mm) inches (mm)
7.49(190) 39.3(998) 1.660(42.2)



ABCOR®- SPIRAL MEMBRANE: S8-HFM-183-LPF

MEMBRANE INCOMPATIBILITY?

Aprotic Solvent (e.g., Dimethyl Formamide, Dimethyl Acetamide, N-Methyl Pyrolidine, etc.)
Chlorinated Solvents ( e.g., Methylene Chloride, Chloroform, Carbon Tetrachloride, etc.)
Ketones ( e.g., Acetone, Diacetone Alcohal, etc.)

Silicones or Silicone based Defoamers ( e.g., Siloxane )

SERVICE AND ONGOING TECHNICAL SUPPORT

Koch Membrane Systems, Inc. has an experienced staff of professionals available to assist end-users and OEMSs for
optimization of existing systems and support the development of new applications. Along with the availability of supplemental
technical bulletins, Koch Membrane Systems, Inc. also offers a complete line of KOCHKLEEN® cleaning chemicals.

The information contained in this publication is believed to be accurate and reliable, but is not to be construed as implying any warranty or guarantee of performance. We assume no responsibility,
obligation or liability for results obtained or damages incurred through the application of the information contained herein. Refer to Standard Terms and Conditions of Sale and Performance Warranty
documentation for additional information.

1 Prior to exposing the membrane to any chemical, the chemical should be reviewed by Koch Membrane Systems. Aside from
the listed chemicals, synthetic coolants, semi-synthetic coolants, kerosenes, naphtha, gasoline, floc polymers may affect
membrane performance.

Koch Membrane Systems, Inc., www.kochmembrane.com
USA: 850 Main Street, Wilmington, MA 01887-3388, Telephone: 800-343-0499, Telephone: 978-657-4250, Fax: 978-657-5208
USA: 10054 Old Grove Road, San Diego, CA 92131, Telephone: 800-525-4369, Telephone: 858-695-3840, Fax 858-695-2176
UK: The Granary, Telegraph Street, Stafford, ST17 4AT, Telephone: +44-1785-272500, Fax: +44-1785-223149
AUSTRALIA: Ste. 6, Level 1/186-190 Church St., Parramatta, NSW 2150, Australia, Tel: +61-2-8833-4640, Fax: +61-2-9689-3615

ABCOR?® and KOCHKLEEN® are registered trademarks of Koch Membrane Systems, Inc.
Koch Membrane Systems, Inc. is a member of Koch Chemical Technology Group, LLC.
© 2004 Koch Membrane Systems, Inc. All rights reserved worldwide. 06/04
06/04 E-Coat Spec Sheet



